175 INTERACTIVE DISPLAY INCLUDES

5
aK MEDIA SUITE OF BUNDLED WITH REMOTE 15WX2
ANNOTATION SOFTWARE EDUCATIONAL APPS SPEAKERS
370 NITS 20 TOUCH H7 178 DEGREE IR TOUCH 4000:1

HARDNESS VIEWING ANGLE

PRODUCT SPECIFICATION

DISPLAY LAN
Panel Size 75" RJ45 N/A
Type/Tech TFT LCD Module with LED Backlight
Display Area (mm) 1650.24(H)*928.26(V) Type A x2 (3.0), x1(2.0)
Aspect Ratio 16:09 Type B x2, for touch
Native Resolution 3840*2160 (4K)
Colors 1.07 Billion Speakers 15Wx2
Brightness 370 nits (max) FANS
F No F: s Il Heat dissipation th h A
e 4000:1 Typ. ans o Fans - Open Cell Heat dissipation through rear of LG,
= CHIPSET
Response Time 8ms
Chipset 3458
Refresh Rate 60 Hz
- e COMPATIBILITY
Viewing Angles = , V= .
g Ang Rl cves 480i
Backlight Lif 30,000 Hours Typ.
iR E S-Video N/A
Glass Thickness 4mm
YPbPr N/A
Glass hardness 9H (pencil) , 7(Mohs) 5 :
HDMI 480i, 480p,720p,1080i,1080p
Surface Treatment AntiGlare (7H) Display Port N/A
Orientation Landscape ovi N/A
OPERATING SYSTEM CONTROLS
Operating System None- Andriod build in ; OPS build in INPUT: Manual , Source, Mute Volume -; Volume +
TOUCH PC, Embd Player, AV, VGA, HDMI1, HDMI2, HDMI3
Type/ Tech IR-IST Q+ Type LIGHT:1-10
Touch Resolution 32767 x 32767 Physical- Top 0SD VOLUME:0-100
Touch Point 20 Point VGA: H Position, V Position, Phase, Clock, Zoom,

Auto Adjust, Writing Mode
0S Support Windows, Mac PICTURE: Brightness, Contrast, Hue, Sharpness,
Color Temp, Zoom, Writing Mode

INPUT
HDMI 1.4 &2.0 x3 (2.0*2 in rear side. 1.4*1 in front) Front Connectors 2 x USB 3.0 for OPS, 1 x HDMI, 1 x Touch, 1 x MIC
RGB / VGA x1 Embedded Linux 0S N/A

. R N Image: JPEG, BMP, PNG
Display Port N/A Multimedia Video: MPEG2, MPEG4, H264, HEVC(H.265)
Audio: WMA, MP3, M4A, (AAC)

> " L ____________________oeoww
S-Video N/A Voltage AC 100-240V, 50/60Hz
RF (TV) N/A Consumption 300 (typ) < 0.5 W ("Standby Mode")
Audio x1 PC audio(3.5 mm) Main Power Switch Yes
CcvBs N/A ERGONOMICS
YPbPr x1 Tilt 3rd party stand
MIC(Microphone) x1 Vesa Pattern 800*400
RS232 X1 Wall Mount Bracket Not included
IR Pass Thru N/A OPERATING CONDITIONS
o o o
SD/SDHC N/A Temperature (2 C) 0°C to 40°C
Humidity 20% ~ 80% non-condensing
OPS Intel Standard OPS Slot support 4K@60HZ
OUTPUT DIMENSIONS (W X H X D)
ical (i *1071*
RoaTo N/A Physical (inch / mm) 1770*1071*109mm
Display Port N/A Single Box Packaging (inch / mm) 1920*280*1195
ovi N/A WEIGHT
Net (Ib / kg) 57 KG +/-2 KG
Audio x1 Earphone Out
Gross (Ib / kg) 75 KG +/- 2 KG
CVBS N/A
REGULATIONS
YPbPr N/A
Regulations CE, FCC, BIS, ROHS
SPDIF N/A
PACKAGE CONTENTS
RS232 N/A

Display, Power Cable, USB Cable, Remote Control with Batteries, Stylus(x1), User Guide
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