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Model  WB5A132W
CPU Intel Core i7 10th Generation (i7-10510U)
GHZ upto 4.90GHz , 8 MB Intel® Smart Cache
Graphics Intel® UHD Graphics for 10th Gen
Intel® Processors

RAM 8 GB @2666 MHz (1 x SO-DIMM 3200 MHz

Storage SSD/HDD

Display Interface
Interface Resolution
Chipset

Connector

Network Interface

USB & COM

Power switch

JAE

Security Devices

Build-in Wifi

Bluetooth

Power Adapter Input
Power Adapter Output
Power Consumption (Full Load) Power Adaptor
Operational Temperature
Operational Humidity

0S

Dimension

Wi-Fi CERTIFIED

Lock

Chennai

9 Room Mo, 202, 203, 211
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Q FAIKVA Tower 34, Rarn Mahan
Multick Garden Lane, 3rd Floor, Suit No - 309
Kolkata, West Bengal 700010

slots available that supports Max upto 32GB)
512G SSD (MSATA Max upto 1 TB Storage )

+ Optional 1 x 2.5" SATA Il Supports upto 1 TB
1 x HDMI

Max. 3840 x 2160 @60Hz

HD Audio ALC662

1 x MIC-IN, 1 x AUDIO OUT

1 x LAN, 1 x M-Sata For WIFI 802.11ac

Dual Band 2.4GHz & 5.0GHz

2xUSB 2.0, 2 x USB 3.0, 1 x USB Type-C

1 x Power Button (on front)

1 X TX25A 80pin{Support HDMI2.0 4K@60H2z)
Trusted Platform Module 2.0

Yes

4.2

100 ~ 240 VAC

DC12 or 19V

12W

0~ 40° C(32 ~ 104° F) with 0.7m / s air flow
95% @ 40° C (non-condensing)

Win 10

180 x 119 x 30mm

Wi-Fi 4 (802.11ac)

1 x Kensington lock hole

Gujarat Delhi

@ unit o, A-717, 7th Floor,
OLF Towsr A, Jasola District Centre,
New Delhi- 110025

104, 1st Fioor, Shilp Arista, Opposite
Stellar, Sindhu Bhavan Road, Thalte],
Ahmedabad 380015, Gujarat

Mumbal
1 18t FloorB-107, Kanakla wall Strest,

Chakals, Andheri Kuris Road,
Andheri East Mumbal-4000558, Maharashtra

Hyderabad

B-3-871, Ground Floor, Snehalatha
Building , Greenlands Rd, Begumpet,
Hyderabad, Telangana 500018



