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Model
Intel Core i5 11th Generation (i5-1135G7 )
upto 4.20GHz , 8 MB Intel® Smart Cache
Intel® Iris® Xe Graphics
8GB @2666 MHz (2 x SO-DIMM 3200 MHz 
slots available that supports Max upto 32GB )
512G SSD (m.2 Supports Max upto 
2 TB Storage ) + Optional 1 x 2.5" SATA III 2 TB Storage ) + Optional 1 x 2.5" SATA III 
Supports upto 1 TB
1 × HDMI, 1 x DP
Max. 3840 x 2160 @60Hz
HD Audio Realtek ALC897
1 x MIC-IN, 1 x AUDIO OUT
1 x LAN, 1 x M.2 2230 For WIFI 802.11ac 
Dual Band 2.4GHz & 5.0GHzDual Band 2.4GHz & 5.0GHz
2 x USB 2.0, 2 x USB 3.0, 1 x USB Type-C 
1 x Power Button (on front)
1 x TX25A 80pin(Support HDMI2.0 4K@60Hz)
Trusted Platform Module 2.0
Yes
4.2
100 ~ 240 VAC100 ~ 240 VAC
DC 12 or 19V
12W
0 ~ 40° C (32 ~ 104° F) with 0.7m / s air flow
95% @ 40° C (non-condensing)
win 10 
180 x 119 x 30mm
Wi-Fi 5 (802.11ac)Wi-Fi 5 (802.11ac)
1 x Kensington lock hole
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